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Enquiry/ Purchase order No.: 

 

Collect or AED to despatch – circle as appropriate 
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CAP SCREW POSITION

IF TRACK IS SET AT CAMBER

CAP SCREW POSITION

IF TRACK IS HORIZONTAL

HEIGHT ADJUSTMENT
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SQ. STATIC CROSS TIE

M10x25

BUTTON CAP SCREW

HEX HEAD BOLT

ADJ-CROSS-BRACKET

TOP CROSS TIE 25x25 BOX

M10x25

BUTTON CAP SCREW

HEX HEAD BOLT

 
BZP steel conveyor height adjustable support 

 

 Height adjustment from 660mm +340mm* 

 Suitable for AED’s conveyors using GT & HD5 frames 

 Robust folded 55mm C section with BZP finish 

 Adaptable: free standing, bolt down or made mobile via upgrades 

 Mounting bracket (Smiley) for camber or horizontal installation  

 Use middle cross tie to adjust height in 36mm increments 
 
*Nominal height only. Range affected by roller & frame 
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Quantity 
Required 

Select Frame 
Type 

Specify Inside 
Frame 

 Standard Feet Bolt to floor 
Base 

Swivel & Brake 
Castors 

 Frame GT-L-A mm  Yes/no Yes/no Yes/no 

 Frame GT-L-B & R mm  Yes/no Yes/no Yes/no 

 Frames HD5 5 mm  Yes/no Yes/no Yes/no 

Comments:   

Multi-Purpose conveyor support      Series type: ADJ-STAND-600-960 

conveyor  

Upgrade & Bolt to 
Floor Ø80mm base.  
Use to finely adjust 
height. Add £2 per 
stand 

Upgrade & make 
conveyor mobile 
Add £12 per 
stand 

Standard foot with 
Ø50mm base. Use 
to finely adjust 
height 


